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INNOVATIVE DAMPER PRODUCTS

SUGGESTED SPECIFICATIONS
TAMCO SERIES 6000 INSECT SCREEN
1. Extruded aluminum insect screen frame (6063-T5) shall not be less than 0.060” (1.52 mm) in thickness. The frame shall be 2.5” (63.5 mm) deep x 0.625" (15.9 mm), with duct mounting flanges on both sides of frame. Insect screen frame shall have a 1.875" (48.0 mm) mounting flange on the front of the screen, when installed as Flanged to Wall install type, in order to facilitate mounting.
2. Insect screen frame shall be a maximum ¼" (6.4 mm) smaller than the opening dimensions to allow for installation clearance and to reduce contaminants, when installed as In Duct or Side Mount Removable install types. The rear side of the screen frame shall be a maximum ¼" (6.4 mm) smaller than the opening dimensions to allow for insertion clearance, when installed as Flanged to Wall install type.
3. Frame seals shall be extruded silicone, secured in an integral slot within the aluminum frame extrusions and shall be mechanically fastened to prevent shrinkage and movement over the life of the damper. Adhesive or clip-on type frame seals will not be approved.
4. Insect screens shall be 18 x 16 mesh, .011-gauge aluminum.
5. Screen retention frame shall consist of roll-formed aluminum with silicone retainer gaskets.
6. Insect screens shall be installed in the following manner:  Installed in Duct, Flanged to Wall, or Side Mount Removable. (Specify one.) 
7. Installed In Duct and Flanged to Wall install type insect screens shall both be Face Removable (lift and remove type). They shall come with nylon finger pulls and will be mounted in the screen retention frame.
8. Side Mount Removable screens shall be accessible from the exterior of the duct.
9. Insect screens must be installed as stand-alone units.
10. Installation of insect screens must be in accordance with TAMCO's current installation guidelines, provided with each shipment. 
11. Acceptable product shall be TAMCO Series 6000 Insect Screens, as manufactured by T. A. Morrison & Co., Inc.
 (Tel: 1-800-561-3449, USA & Canada) 
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